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TECHNICAL DATA SHEET
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DISAWET PY / NE / EX

DESCRIPTION

DISAWET PY/NE/EX is a powerful dispersing agent, recommended for the eliminination of resins and natural contaminants in the production of cellulose and cellulosic fiber-based paper, as well as cleaning all of the impurities from the use of recycled materials. It helps eliminate specks, pitches, sticks, hot-melts and paraffins, with strong action to disaggregate and de-ink the fibers in these processes, principally when materials are treated with waterproofing products, fixing agents, humidity resistance resins, acrylics and their combination with paraffins.

The product is a surfactant composed of a base of detergents, wetting agents, emusifiers and dispersants, without foam formation. Its surfactant action can remove as well as maintain in an emulsion or dispersion oils, lubricants, waxes, adhesives and contaminants of all types present in the pulp. Consequently, it emulsifies lubricants and oils that are difficult to remove, especially if they are not saponifiable. It is to be used in all cases where it is necessary to remove mineral oils, inks and various residues.

DISAWET PY/NE/EX can be used in a wide range of pH and temperatures, not being susceptible to water hardness and being stable in the presence of oxidizing and reduction agents. Its addition to the process can occur in the hydrapulper as well as in the pulp box(es). 
TYPICAL PROPERTIES
Physical aspect…………  Clear liquid, slightly viscous.

Ionic character……………Non-ioinic 

Chemical composition……Balanced compound of emulsifiers and special organic products. 

Color………………………  White

Flamability…………………Non-volatile, non-flamable. 

pH (2%)…………………… 6.5 – 8.5.

Solubility……………………Forms white emulsion in water. 

APPLICATION

We recommend using DISAWET PY/NE/EX initally at 1.0 liter/metric ton of pulp, or according to the quantity of impurities  to be emulsified.
PACKAGING

DISAWET PY/NE/EX is supplied in 200-liter drums with open top pumps, in 1,000-liter containers or in bulk.
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